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NOTES:

1. USE A FLAGGER AT ALL INTERSECTING ROADWAYS. REFER TQ 4. SEE STD DWG TC 4A FOR TAPER, BUFFER ZONE & SIGN
STD SPECIFICATION 01554 FOR REQUIREMENT AT OPERATING SPACING CHART AND TRAFFIC CONTROL DEVICE LEGEND.
TRAFFIC SIGNALS.

5. SEE STD DWG TC 4C FOR PROJECT LIMIT SIGNING.

2. PROVIDE FLAGGING IF TURNING TRAFFIC CONFLICTS WITH

ONE-WAY TRAFFIC.

3. PROVIDE A DETOUR WHEN ROAD CLOSURE EXCEEDS 24 HOURS.

REMARKS

USE SAME SIGN SEQUENCE., SPACING. USE SAME SIGN SEQUENCE, SPACING.
& FLAGGER FOR OPPOSITE DIRECTION OF TRAFFIC. & FLAGGER FOR OPPOSITE DIRECTION OF TRAFFIC.

A

REVISIONS

agu\

BE

JTO STOP

PREPA

ROAD
CLOSED
AHEAD

SEE NOTE 2 I

&

OR

D

AN

APPR.

B
PREPAREI

\m sTOP

BE
REPARE
JO STOP

1 N\
*1 & v o n e
. 5 14 A B C T A 5
S A ‘ B ‘ C o . 1 I Il %
I o 8 ‘ ¥ g
L | | ° :
B o
@ B i I . E s g g
Qe R
N\ !_Hgé’ - - : i ( =z | 3 2k
= o -39 9 "ROAD CLOSED” W ~39.0 5 g z
N ﬂ wzo8g BARRICADE & ARROWS BN wz©o8g 33
N == AS PER STD DWG TC 2B NV %2 z 2
'\\m Q.0 « Q.0 Iz
o & \ ..\cc & 1 ~ O
= NNEANTE ol x ©
| .\ B b g §
s, = a ] e % %F
Y B ~ oc
| ] @ Il - [
- i <
8 .;i_, e S . 3 MOUNT TR
., . . I PILOT CAR - 9
= 3 d - o v FOLLOW ME G
" | lr-iia - S 0
P 620-4 =
= ONLY o ON REAR OF x 3
//////:}. - - , < PILOT VEHICLE =
B o e | =
1 * — ’ Ak
<T
* I i PILOT VEHICLE—] 3 z x «
° T/‘ TURN AROUND g E? g} A\ 5
m ﬁ % 2 o é
v — g zo o
I I B | 1 N L
— PREPARED 0 F |2
T-/‘ J0O STOP PRESEHED s 5% 8
(OPTIONAL) @
_./i:::, (OPTIONAL)
I Z
o 18
=
VS E%
I @) 8% 5
'1 1‘ SO ¢
< =
—_ <T
| Lo &
<O o
E<[ z
- S
FLAGGING OPERATION — ONE WAY FLAGGING OPERATION — TWO WAY FLAGGING OPERATIONS L &
WITH POTENTIAL ENCROACHMENT WITH ONE LANE CLOSED WITH USE OF PILOT VEHICLE -
BY WORK VEHICLE STD DG

(DETAIL TC 14-1) (DETAIL TC 14-2) (DETAIL TC 14-3) TC 14




